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Environmental Protection Agency § 63.7521 

§ 63.7520 What performance tests and 
procedures must I use? 

(a) You must conduct all perform-
ance tests according to § 63.7(c), (d), (f), 
and (h). You must also develop a site- 
specific test plan according to the re-
quirements in § 63.7(c) if you elect to 
demonstrate compliance through per-
formance testing. 

(b) You must conduct each perform-
ance test according to the require-
ments in Table 5 to this subpart. 

(c) New or reconstructed boilers or 
process heaters in one of the liquid fuel 
subcategories that burn only fossil 
fuels and other gases and do not burn 
any residual oil must demonstrate 
compliance according to § 63.7506(a). 

(d) You must conduct each perform-
ance test under the specific conditions 
listed in Tables 5 and 7 to this subpart. 
You must conduct performance tests at 
the maximum normal operating load 
while burning the type of fuel or mix-
ture of fuels that have the highest con-
tent of chlorine, mercury, and total se-
lected metals, and you must dem-
onstrate initial compliance and estab-
lish your operating limits based on 
these tests. These requirements could 
result in the need to conduct more 
than one performance test. 

(e) You may not conduct performance 
tests during periods of startup, shut-
down, or malfunction. 

(f) You must conduct three separate 
test runs for each performance test re-
quired in this section, as specified in 
§ 63.7(e)(3). Each test run must last at 
least 1 hour. 

(g) To determine compliance with the 
emission limits, you must use the F- 
Factor methodology and equations in 
sections 12.2 and 12.3 of EPA Method 19 
of appendix A to part 60 of this chapter 
to convert the measured particulate 
matter concentrations, the measured 
HCl concentrations, the measured TSM 
concentrations, and the measured mer-
cury concentrations that result from 
the initial performance test to pounds 
per million Btu heat input emission 
rates using F-factors. 

§ 63.7521 What fuel analyses and pro-
cedures must I use? 

(a) You must conduct fuel analyses 
according to the procedures in para-
graphs (b) through (e) of this section 

and Table 6 to this subpart, as applica-
ble. 

(b) You must develop and submit a 
site-specific fuel analysis plan to the 
EPA Administrator for review and ap-
proval according to the following pro-
cedures and requirements in para-
graphs (b)(1) and (2) of this section. 

(1) You must submit the fuel analysis 
plan no later than 60 days before the 
date that you intend to demonstrate 
compliance. 

(2) You must include the information 
contained in paragraphs (b)(2)(i) 
through (vi) of this section in your fuel 
analysis plan. 

(i) The identification of all fuel types 
anticipated to be burned in each boiler 
or process heater. 

(ii) For each fuel type, the notifica-
tion of whether you or a fuel supplier 
will be conducting the fuel analysis. 

(iii) For each fuel type, a detailed de-
scription of the sample location and 
specific procedures to be used for col-
lecting and preparing the composite 
samples if your procedures are dif-
ferent from paragraph (c) or (d) of this 
section. Samples should be collected at 
a location that most accurately rep-
resents the fuel type, where possible, at 
a point prior to mixing with other dis-
similar fuel types. 

(iv) For each fuel type, the analytical 
methods, with the expected minimum 
detection levels, to be used for the 
measurement of selected total metals, 
chlorine, or mercury. 

(v) If you request to use an alter-
native analytical method other than 
those required by Table 6 to this sub-
part, you must also include a detailed 
description of the methods and proce-
dures that will be used. 

(vi) If you will be using fuel analysis 
from a fuel supplier in lieu of site-spe-
cific sampling and analysis, the fuel 
supplier must use the analytical meth-
ods required by Table 6 to this subpart. 

(c) At a minimum, you must obtain 
three composite fuel samples for each 
fuel type according to the procedures 
in paragraph (c)(1) or (2) of this section. 

(1) If sampling from a belt (or screw) 
feeder, collect fuel samples according 
to paragraphs (c)(1)(i) and (ii) of this 
section. 

(i) Stop the belt and withdraw a 6- 
inch wide sample from the full cross- 

VerDate Aug<31>2005 03:04 Aug 18, 2006 Jkt 208153 PO 00000 Frm 00113 Fmt 8010 Sfmt 8010 Y:\SGML\208153.XXX 208153hm
oo

re
 o

n 
P

R
O

D
1P

C
68

 w
ith

 H
M

C
F

R


